W-2809-90BLK Digital Scale Instruction Manual 
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1. Specification ON/OFF MODE 


1.Capacity: 90Ib/40.8kg 

2.Over load : 91.5lb/41.5kg 

3.Graduation: 0.102/0.005Ib/2g 

4.Auto power off in 90s (When the DC power supply is connected, the scale will always 


power on) 
5.Operates on 1.5V AAA batteries / DC 5V power supply 


2. Key function 


1.ON/OFF : turn on or turn off the scale. 
2.MODE : shift the unit 

3.HOLD : lock the weight for 30S 
4.TARE : reset the LCD to 0.0. 


3. Operation Details 


1.Power on ; 
(Battery supply mode: take off the battery cover in the back of the scale, put 2 AAA 1.5V 


batteries inside according to the identified battery slot and put on the battery cover. 


Take off the battery cover 


@External DC 5V power supply mode: connect the external power supply to AC power of 
110V~230V, insert the DC plug to the DC socket in the back of the scale. 


After power on, the LCD will show nothing and the back light will not illuminate 


2. Press ON/OFF to turn on the scale, the LCD will show “188.888” and then“0.0g” It means the 
scale is ok to weigh. 
If the “O.0g” is unstable for 10s, the LCD will display “UNSt’, the scale will auto power off in 
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3. Select weighing unit 
Turn on the scale , press “MODE” to select unit. It will show the unit order as 
lb—oz—lb:0z—kg:g, that can be recycled set. 
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The scale will save the unit when the power is off. The default unit will be the saved unit from 
last time. 


4. TARE 

When weighing, place the item on the center of the platform, press “TARE” to reset the LCD 
to “0.0” or save the tare weight (when tare weight is over 4% capacity, but it will not save the 
tare weight when tare weight is less than 4% capacity) ,If the scale is stable, the LCD will show 
“0.0g”.Then continue to put the items to weigh, but the added weight plus the tare weight can 
not exceed the over load weight. For example, If the over load weight is 91.5LB and the tare 
weight is 10LB, so the added weight can not exceed 91.5-10=81.5LB . If it exceeds 81.5LB, an 
over load indication will show on the display. 


5. Weighing 

When the LCD shows “0.0g’,it means it is ok to weigh. Place the item on the center of the 
scale platform ,the LCD will show the current weight. If the LCD shows a stable weight, a hint 
will come from the buzzer, the figure will show on the LCD that is the accurate weight of the 
item. 


6.Locking weight 

When the LCD shows “0.0g” then press “HOLD”, and hold for 3 seconds the LCD will flash to 
show the icon of “HOLD”, then place the item on the center of platform ,if the weight remains 
stable, the LCD will lock the figure of the weight for 30s and the icon “HOLD” will flash for a long 
time. If the weight differs, the icon “HOLD” will flash again ,but the LCD will keep the original 
weight. Then press “HOLD” to lock in the new weight or exit the lock procedure. If the weight is 
0.0g, it will exit the lock procedure or it will lock in the new weight. 


7.Overload 
When the weight exceeds 102% capacity, the LCD will show “Err”. If the scale is 


overloaded for 3s, the scale will auto power off. If the weight is reduced to the range of 


Capacity in 3s, the scale can continue to be used . 


8. Low battery indication 
If there is a sign of a battery flashing in the left corner of the LCD, it means the power is low, 
but the scale can still function. 
If the LCD shows “Lo’and then auto powers off, please change the batteries. 
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9. Power off 

@) When the scale is on , press ON/OFF to turn off the scale. 

@If the scale is not in use in 90 seconds or no weight change has occured, the scale will 
power off automatically 

(If overloaded for 3 seconds , the scale will power off automatically 

( If the LCD display shows “Lo” , the scale will power off automatically 

The scale will save the weight unit automatically after it powers off and will use this unit 

next time. The weight unit will not be saved if the scale is shut off. If the scale was powered by a 
DC 5V battery, the scale will not auto power off, press ON/OFF to turn off the scale. 


* Warning: These scales come pre-calibrated from the factory, Please do not attempt to 
calibrate the scale yourself, unless the scale is reading inaccurately. 


4. Calibration 


1. Turn on the scale then press both “TARE” and “HOLD” until the LCD shows “Zero” to 
calibrate. 

2. The LCD will show the calibration weight after calibration. 

3. Press “HOLD/TARE?” to select the calibration weight in 51b~90 Ib / 2 kg~-40 kg, the weight 
will increase by 5lb/2 kg each time. 

4. Press “MODE” to select weight unit, then the LCD will show the picture as below. 
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(ZERO, stable, show 5 lb, press HOLD, adjustto10lb, press MODE, _ shift unit 10kg) 
5. After choosing the unit, use an item with accurate weight according to the LCD indication. 
When the LCD shows “PASS’ then auto powers off, it means the calibration process was 
successful. 


6. The scale can go back to weighing after step 5. 
7. In the process of calibration, press ON/OFF to exit the calibration procedure and restore to 
factory settings 


